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Cleanout access available on all sizes 24" or greater in length.  
Cast Iron cleanout coveres with neoprene gasket is secured to
downspout boot with stainless steel tamper proof screws.

- Primer Coated - rust inhibitive primer coating for contractor - 

- Poweder Coated - factory applied powder coat finish, color to be

- Rubber adapters, or rubber couplings, provide connection from
downspout boot outlet to underground drainage pipe
- Mounting hardware consists of stainless steel anchors, bolts and 
washers to install downspout boots on the building wall.

Fabricated Downspout Boots

fabricated downspout boots are recommended for custom or 
non-standard project requirements, or simply as an alternative 
tocast iron.

See below Product Selection Guide to assist in determining the 
ideal fabricated downspout boot for your project.

1 MATERIAL

MILD STEEL (powder coated)
ALUMINUM (powder coating optional)
STAINLESS (powder coating optional)

Color chart available for selection.

2 INLET / TOP BELL

Round or square? What size?
(provide inside measurements)

3 OUTLET STYLE

Which style outlet? If custom, let us know what is required.

ANGULAR NINETY OFFSET STRAIGHT CUSTOM

4 OUTLET SIZE 

Round (typ.) or square? What size?
(provide outside measurements)

5 CLEANOUT

Cleanout required? If yes, front or side location?

SIDE FRONT

Contact Us to request a quote or additional information regarding fabricated downspout boots

1-800-245-5521


